
+

EDEN 100 | EDEN DECO 100

SPECIFICATIONS

suspended light fixture

EDEN 100
Diameter: 1000 mm
Height: 50 mm
Weight: 2,5 kg

EDEN DECO 100
Diameter: 1000 mm
Height: 50 mm
Weight: 2,5 kg

Max length apprx. 300cm
Min length apprx. 20cm

50
1000

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 3x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 100
wattage: 50W
lumens: upwards 4150lm (est.)
              downwards 4150lm (est.)
EDEN DECO 100
wattage: 76W
lumens: inwards 4000lm (est.)
              upwards 4150lm (est.)
              downwards 4150lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 100
wattage: 50W
lumens: upwards 4150lm (est.)
              downwards 4150lm (est.)
EDEN DECO 100
wattage: 76W
lumens: inwards 4000lm (est.)
              upwards 4150lm (est.)
              downwards 4150lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage



Max length apprx. 300cm
Min length apprx. 20cm

50
1500

+

EDEN 150 | EDEN DECO 150

SPECIFICATIONS

suspended light fixture

EDEN 150
Diameter: 1500 mm
Height: 50 mm
Weight: 3 kg

EDEN DECO 150
Diameter: 1500 mm
Height: 50 mm
Weight: 3 kg

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 3x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 150
wattage: 67W
lumens: upwards 6225lm (est.)
              downwards 6225lm (est.)
EDEN DECO 150
wattage: 100W
lumens: inwards 6000lm (est.)
              upwards 6225lm (est.)
              downwards 6225lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 150
wattage: 67W
lumens: upwards 6225lm (est.)
              downwards 6225lm (est.)
EDEN DECO 150
wattage: 100W
lumens: inwards 6000lm (est.)
              upwards 6225lm (est.)
              downwards 6225lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage



+

EDEN LINE 100 | 150 | 200

SPECIFICATIONS

suspended light fixture

EDEN 100*
Length: 1000 mm
Height: 50 mm
Width: 7mm

EDEN 150**
Length: 1500 mm
Height: 50 mm
Width: 7 mm

EDEN 200***
Length: 2000 mm
Height: 50 mm
Width: 7 mm

Max length apprx. 300cm
Min length apprx. 20cm

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 2x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 100
wattage: 30W
lumens: 1321lm (est.)
EDEN 150
wattage: 40W
lumens: 1981lm (est.)
EDEN 200
wattage: 50W
lumens: 2642lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 100
wattage: 30W
lumens: 1321lm (est.)
EDEN 150
wattage: 40W
lumens: 1981lm (est.)
EDEN 200
wattage: 540W
lumens: 2642lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage

1000* | 1500** | 2000***

500 7

50



1000

Max length apprx. 300cm
Min length apprx. 20cm

50
250

+

EDEN 25x100 | EDEN DECO 25x100

SPECIFICATIONS

suspended light fixture

EDEN 25x100
Length: 1000 mm
Width: 250 mm
Height: 50 mm
Weight: 2 kg

EDEN DECO 25x100
Length: 1000 mm
Width: 250 mm
Height: 50 mm
Weight: 2 kg

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 4x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 25x100
wattage: 42W
lumens: upwards 3712lm (est.)
              downwards 3712lm (est.)
EDEN DECO 25x100
wattage: 62W
lumens: inwards 3300lm (est.)
              upwards 3712lm (est.)
              downwards 3712lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 25x100
wattage: 42W
lumens: upwards 3712lm (est.)
              downwards 3712lm (est.)
EDEN DECO 25x100
wattage: 62W
lumens: inwards 3300lm
              upwards 3712lm (est.)
              downwards 3712lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage



1500

Max length apprx. 300cm
Min length apprx. 20cm

50
250

+

EDEN 25x150 | EDEN DECO 25x150

SPECIFICATIONS

suspended light fixture

EDEN 25x150
Length: 1500 mm
Width: 250 mm
Height: 50 mm
Weight: 2,75 kg

EDEN DECO 25x150
Length: 1500 mm
Width: 250 mm
Height: 50 mm
Weight: 2,75 kg

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 4x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 25x150
wattage: 52W
lumens: upwards 5087lm (est.)
              downwards 5087lm (est.)
EDEN DECO 25x150
wattage: 78W
lumens: inwards 4675lm (est.)
              upwards 5087lm (est.)
              downwards 5087lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 25x150
wattage: 52W
lumens: upwards 5087lm (est.)
              downwards 5087lm (est.)
EDEN DECO 25x150
wattage: 78W
lumens: inwards 4675lm (est.)
              upwards 5087lm (est.)
              downwards 5087lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage



2000

Max length apprx. 300cm
Min length apprx. 20cm

50
250

+

EDEN 25x200 | EDEN DECO 25x200

SPECIFICATIONS

suspended light fixture

EDEN 25x200
Length: 2000 mm
Width: 250 mm
Height: 50 mm
Weight: 3 kg

EDEN DECO 25x200
Length: 2000 mm
Width: 250 mm
Height: 50 mm
Weight: 3 kg

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 4x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 25x200
wattage: 59W
lumens: upwards 6325lm (est.)
              downwards 6325lm (est.)
EDEN DECO 25x200
wattage: 88W
lumens: inwards 5912lm (est.)
              upwards 6325lm (est.)
              downwards 6325lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 25x200
wattage: 59W
lumens: upwards 6325lm (est.)
              downwards 6325lm (est.)
EDEN DECO 25x200
wattage: 88W
lumens: inwards 5912lm (est.)
              upwards 6325lm (est.)
              downwards 6325lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage



1000

Max length apprx. 300cm
Min length apprx. 20cm

50
500

+

EDEN 50x100 | EDEN DECO 50x100

SPECIFICATIONS

suspended light fixture

EDEN 50x100
Length: 1000 mm
Width: 500 mm
Height: 50 mm
Weight: 2,5 kg

EDEN DECO 50x100
Length: 1000 mm
Width: 500 mm
Height: 50 mm
Weight: 2,5 kg

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 4x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 50x100
wattage: 48W
lumens: upwards 4331lm (est.)
              downwards 4331lm (est.)
EDEN DECO 50x100
wattage: 72W
lumens: inwards 3987lm (est.)
              upwards 4331lm (est.)
              downwards 4331lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 50x100
wattage: 48W
lumens: upwards 4331lm (est.)
              downwards 4331lm (est.)
EDEN DECO 50x100
wattage: 72W
lumens: inwards 3987lm (est.)
              upwards 4331lm (est.)
              downwards 4331lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage



1500

500

+

EDEN 50x150 | EDEN DECO 50x150

SPECIFICATIONS

suspended light fixture

EDEN 50x150
Length: 1500 mm
Width: 500 mm
Height: 50 mm
Weight: 3,5 kg

EDEN DECO 50x150
Length: 1500 mm
Width: 500 mm
Height: 50 mm
Weight: 3,5 kg

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 4x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 50x150
wattage: 56W
lumens: upwards 5637lm (est.)
              downwards 5637lm (est.)
EDEN DECO 50x150
wattage: 84W
lumens: inwards 5225lm (est.)
              upwards 5637lm (est.)
              downwards 5637lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 50x150
wattage: 56W
lumens: upwards 5637lm (est.)
              downwards 5637lm (est.)
EDEN DECO 50x150
wattage: 84W
lumens: inwards 5225lm (est.)
              upwards 5637lm (est.)
              downwards 5637lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage

Max length apprx. 300cm
Min length apprx. 20cm

50



2000

Max length apprx. 300cm
Min length apprx. 20cm

50
500

+

EDEN 50x200 | EDEN DECO 50x200

SPECIFICATIONS

suspended light fixture

EDEN 50x200
Length: 2000 mm
Width: 500 mm
Height: 50 mm
Weight: 4 kg

EDEN DECO 50x200
Length: 2000 mm
Width: 500 mm
Height: 50 mm
Weight: 4 kg

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 4x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 50x200
wattage: 61W
lumens: upwards 7012lm (est.)
              downwards 7012lm (est.)
EDEN DECO 50x200
wattage: 91W
lumens: inwards 6600lm (est.)
              upwards 7012lm (est.)
              downwards 7012lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 50x200
wattage: 61W
lumens: upwards 7012lm (est.)
              downwards 7012lm (est.)
EDEN DECO 50x200
wattage: 91W
lumens: inwards 6600lm (est.)
              upwards 7012lm (est.)
              downwards 7012lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage



+

EDEN 75x100 | EDEN DECO 75x100

SPECIFICATIONS

suspended light fixture

EDEN 75x100
Length: 1000 mm
Width: 750 mm
Height: 50 mm
Weight: 3,25 kg

EDEN DECO 75x100
Length: 1000 mm
Width: 750 mm
Height: 50 mm
Weight: 3,25 kg

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 4x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 75x100
wattage: 52W
lumens: upwards 5018lm (est.)
              downwards 5018lm (est.)
EDEN DECO 75x100
wattage: 78W
lumens: inwards 4537lm (est.)
              upwards 5018lm (est.)
              downwards 5018lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 75x100
wattage: 52W
lumens: upwards 5018lm (est.)
              downwards 5018lm (est.)
EDEN DECO 75x100
wattage: 78W
lumens: inwards 4537lm (est.)
              upwards 5018lm (est.)
              downwards 5018lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage

1000

Max length apprx. 300cm
Min length apprx. 20cm

50
750



1500

Max length apprx. 300cm
Min length apprx. 20cm

50
750

+

EDEN 75x150 | EDEN DECO 75x150

SPECIFICATIONS

suspended light fixture

EDEN 75x150
Length: 1500 mm
Width: 750 mm
Height: 50 mm
Weight: 4 kg

EDEN DECO 75x150
Length: 1500 mm
Width: 750 mm
Height: 50 mm
Weight: 4 kg

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 4x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 75x150
wattage: 59W
lumens: upwards  6325lm (est.)
              downwards  6325lm (est.)
EDEN DECO 75x150
wattage: 89W
lumens: inwards 5912lm (est.)
              upwards  6325lm (est.)
              downwards  6325lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 75x150
wattage: 59W
lumens: upwards  6325lm (est.)
              downwards  6325lm (est.)
EDEN DECO 75x150
wattage: 89W
lumens: inwards 5912lm (est.)
              upwards  6325lm (est.)
              downwards  6325lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage



2000

Max length apprx. 300cm
Min length apprx. 20cm

50
750

+

EDEN 75x200 | EDEN DECO 75x200

SPECIFICATIONS

suspended light fixture

EDEN 75x200
Length: 2000 mm
Width: 750 mm
Height: 50 mm
Weight: 5,5 kg

EDEN DECO 75x200
Length: 2000 mm
Width: 750 mm
Height: 50 mm
Weight: 5,5 kg

Dimensions

Anodized aluminium

Materials

Eden

Collection

Suspension

Latest update | 14.06.2023.

Delivered with 3 meter long 
stainless steel suspension cable 
set. Custom lengths upon 
request.

Delivered with 4x ceiling 
fasteners. 

Canopy

Not included.
Canopy sold separately. 

Please see price list.

Certification

Europe:

USA & Canada:
low voltage in combination with 
UL driver 

Europe (240V) | 12V
light source: LED dimmable
color temp. 2700k
EDEN 75x200
wattage: 65W
lumens: upwards 7631lm (est.)
              downwards 7631lm (est.)
EDEN DECO 75x200
wattage: 96W
lumens: inwards 7150lm (est.)
              upwards 7631lm (est.)
              downwards 7631lm (est.)

USA & Canada (120V) | 24V
light source: LED dimmable
color temp. 2700k
EDEN 75x200
wattage: 65W
lumens: upwards 7631lm (est.)
              downwards 7631lm (est.)
EDEN DECO 75x200
wattage: 96W
lumens: inwards 7150lm (est.)
              upwards 7631lm (est.)
              downwards 7631lm (est.)

Lighting

Phase-cut / Triac dimmable driver included

*specify dimming system, available for
  purchase - see price list

Dimming*

indoor

Usage


